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1
UPPER JOINTS BETWEEN OUTBOARD
WING BOXES AND WING CENTER
SECTIONS OF AIRCRAFT WING
ASSEMBLIES

FIELD

The present disclosure relates to upper joints between
outboard wing boxes and wing center sections of aircraft
wing assemblies.

BACKGROUND

Historically, the primary structural elements of aircraft
have been constructed of aluminum alloys. More recently,
many aircraft manufacturers utilize composite materials,
such as fiber reinforced composite materials due to their
high strength-to-weight ratios for various structural ele-
ments. However, the tooling and the manufacturing pro-
cesses associated with such composite materials are not
inexpensive. Accordingly, it may be desirable for an aircraft
to utilize aluminum alloys for some structural elements and
composite materials for other structural elements. However,
aluminum alloys and composite materials are not typically
compatible with each other from a corrosion standpoint or
from a thermal expansion standpoint. Moreover, the utili-
zation of different materials between adjacent aircraft sec-
tions presents a challenge when engineering for the transfer
of significant loads from one section to another.

SUMMARY

Aircraft, wing assemblies, and upper joints of wing
assemblies are disclosed herein.

In some embodiments, a wing assembly for an aircraft
may include a left wing box, a right wing box, and a wing
center section. The left and right wing boxes may be
constructed substantially of a first material, and the wing
center section may be constructed of a second material that
is different from the first material.

In some embodiments, an upper joint for a wing assembly
of an aircraft may include an outboard upper wing panel of
an outboard wing box, a center upper wing panel of a wing
center section, a rib that is located between the outboard
wing box and the wing center section, and an upper joint
assembly operatively connecting the outboard upper wing
panel, and the center upper wing panel, and the rib. A
centroid of a compressive inward pressure expressed by the
outboard upper wing panel may not directly coincide with a
centroid of a compressive outward pressure expressed by the
center upper wing panel, but the upper joint may direct
and/or shift the centroids of these pressures so that they do
coincide and/or meet at a mating plane defined by the upper
joint assembly.

In some embodiments, outboard upper stringers of the
outboard upper wing panel may be configured differently
than center upper stringers of the center upper wing panel.
In some embodiments, a subset of the center upper stringers
may not directly oppose outboard upper stringers at the
upper joint assembly. In other embodiments, for at least a
substantial fore/aft span of the upper joint, each of the center
upper stringers may directly oppose an outboard upper
stringer at the upper joint assembly.

In some embodiments, an upper joint assembly includes
an outboard flange operatively coupled to the outboard
upper wing panel, an inboard flange operatively coupled to
the center upper wing panel, a lower flange operatively
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coupled to the rib, a plurality of outboard compression
fittings operatively coupled between the outboard upper
wing panel and the lower flange, and a plurality of inboard
compression fittings operatively coupled between the center
upper wing panel and the lower flange. In some embodi-
ments, the upper joint assembly may include a splice plate
that defines the outboard flange and the inboard flange, and
a lower T-fitting operatively coupled to the splice plate and
that defines the lower flange.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 is a perspective view of an aircraft.

FIG. 2 is a schematic diagram representing wing assem-
blies according to the present disclosure.

FIG. 3 is a schematic diagram representing in profile view
upper joints according to the present disclosure.

FIG. 4 is a schematic diagram representing in end view
stiffened upper wing panels associated with upper joints
according to the present disclosure.

FIG. 5 is a schematic diagram representing in bottom
view illustrative, non-exclusive examples of upper joints
according to the present disclosure.

FIG. 6 is a schematic diagram representing in bottom
view illustrative, non-exclusive examples of upper joints
according to the present disclosure.

FIG. 7 is a schematic diagram representing in profile view
upper joints including illustrative, non-exclusive examples
of upper joint assemblies according to the present disclo-
sure.

FIG. 8 is a fragmentary isometric bottom view of an
illustrative, non-exclusive example of an upper joint accord-
ing to the present disclosure.

FIG. 9 is a fragmentary bottom view of the upper joint of
FIG. 8.

FIG. 10 is a fragmentary side view of the upper joint of
FIG. 8.

FIG. 11 is a fragmentary cross-sectional view of the upper
joint of FIG. 8.

FIG. 12 is a fragmentary isometric bottom view of another
illustrative, non-exclusive example of an upper joint accord-
ing to the present disclosure.

FIG. 13 is a fragmentary bottom view of the upper joint
of FIG. 12.

FIG. 14 is a fragmentary side view of the upper joint of
FIG. 12.

FIG. 15 is a fragmentary cross-sectional view of the upper
joint of FIG. 12.

FIG. 16 is a fragmentary isometric bottom view of another
illustrative, non-exclusive example of an upper joint accord-
ing to the present disclosure.

FIG. 17 is a fragmentary bottom view of the upper joint
of FIG. 16.

FIG. 18 is a fragmentary side view of the upper joint of
FIG. 16.

FIG. 19 is a fragmentary cross-sectional view of the upper
joint of FIG. 16.

FIG. 20 is a fragmentary isometric bottom view of another
illustrative, non-exclusive example of an upper joint accord-
ing to the present disclosure.

FIG. 21 is a fragmentary bottom view of the upper joint
of FIG. 20.

FIG. 22 is a fragmentary side view of the upper joint of
FIG. 20.

FIG. 23 is a fragmentary cross-sectional view of the upper
joint of FIG. 20.
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DESCRIPTION

The present disclosure relates to upper joints between
outboard wing boxes and wing center sections of aircraft. As
seen in FIG. 1, typical aircraft 10 include at least a fuselage
11 and a wing assembly 12 that is operatively coupled to the
fuselage and that effectively carries the fuselage during
flight. A typical wing assembly includes a left wing 14, a
right wing 16, and a wing center section 18 that intercon-
nects the left wing and the right wing. The left wing and the
right wing additionally or alternatively may be described as,
or referred to as, outboard wing sections. The wing center
section may be described as the structure of the wing
assembly that operatively joins the wing assembly with the
fuselage. In some aircraft, the wing center section may be
described as extending through the fuselage. In some air-
craft, the wing center section may be described as extending
beneath the fuselage. In yet other aircraft, the wing center
section may be described as extending through the fuselage
at the top of the fuselage and/or as extending above the
fuselage.

As somewhat schematically illustrated in FIG. 1, the left
wing 14 may be described as including a left wing box 20,
and the right wing 16 may be described as including a right
wing box 22. A wing box generally refers to the structural
elements of a wing. FIG. 2 schematically illustrates, in
profile, a wing assembly 12, and as seen, each wing box
includes at least an outboard upper wing panel 24 and an
outboard lower wing panel 26. As used herein, the relative
terms ‘outboard’ and ‘inboard’ refer to the position and/or
direction relative to the wing center section 18. Accordingly,
the left wing box and the right wing box each may be
described as an outboard wing box. The outboard upper
wing panel and the outboard lower wing panel generally
define the upper and lower airfoil surfaces of a wing
assembly and typically include stiffeners, such as stringers,
on the internal side of the wing box and that provide rigidity
to the panels. Outboard wing sections typically also include
such additional structural elements as a front spar that
defines the leading edge of the wing and a rear spar that
defines the trailing edge of the wing, as well as ribs that are
spaced apart and interconnect the upper panel, the lower
panel, the front spar, and the rear spar.

As schematically illustrated in FIG. 2, the wing center
section 18 includes a center upper wing panel 28 and a
center lower wing panel 30. A pair of ribs 32 defines
interfaces between, or otherwise separates, the outboard
wing boxes from the wing center section. The junction
between an outboard lower wing panel 26, a center lower
wing panel 30, and a rib 32 may be described as a lower joint
34, as schematically illustrated in FIG. 2. Similarly, the
junction between an outboard upper wing panel 24, a center
upper wing panel 28, and a rib 32 may be described as an
upper joint 36. As schematically illustrated in FIG. 2, the
outboard wing boxes typically extend at a dihedral angle
from the wing center section. When an aircraft is on the
ground, the weight of the wings generally places the upper
joints 36 in tension and the lower joints 34 in compression.
However, when the aircraft is airborne, the wings are
providing lift to the aircraft and the weight of the fuselage
relative to the wings is significant. Accordingly, during
flight, the upper joints are in compression and the lower
joints are in tension. These compressive and tensile forces
are the primary loads for these joints, and thus the integrity
of these joints is important.

In some embodiments of wing assemblies 12, the out-
board wing boxes 20, 22 may be constructed substantially of
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a first material, while the wing center section 18 may be
constructed substantially of a second material that is differ-
ent from the first material. By ‘constructed substantially’ of
a material, it is meant that at least the upper and lower panels
of a wing box or a wing center section are constructed of
such material, exclusive of the construction of associated
fasteners, the presence of paint or other coatings, etc.
Typically, however, the other structural elements, such as
stiffeners, ribs, and spars, also will be constructed of such
material, again exclusive of associated fasteners, paint, etc.

In some embodiments, the materials selected for construc-
tion of the outboard wing boxes 20, 22 and the wing center
section 18 may differ in their thermal expansion properties.
For example, in some embodiments, the outboard wing
boxes may be constructed substantially of a first material
that has a first coefficient of thermal expansion, and the wing
center section may be constructed substantially of a second
material that has a second coefficient of thermal expansion
that is greater than the first coefficient of thermal expansion.
In some embodiments, the coefficient of thermal expansion
of the first material may be on the order of four, eight, or
even ten or more times the coeflicient of thermal expansion
of the second material.

Additionally or alternatively, the materials selected for
construction of the outboard wing boxes and the wing center
section may differ in their galvanic, or electronegativity,
properties. For example, the outboard wing boxes may be
constructed substantially of a first material that is toward a
cathodic end of a galvanic scale relative to a second mate-
rial, from which the wing center section is substantially
constructed. Additionally or alternatively, the first material
may be more electronegative than the second material.
Additionally or alternatively, the first material and the sec-
ond material may be described as being galvanically incom-
patible. That is, the difference between the first material and
the second material on a typical galvanic scale in some
embodiments may be greater than 0.1, 0.15, 0.2, 0.25, 0.3,
0.35, or even 0.4 Volts.

As illustrative, non-exclusive examples, the outboard
wing boxes may be constructed substantially of a fiber
reinforced composite material, such as a carbon fiber rein-
forced polymer (CFRP) material, and the wing center sec-
tion may be constructed substantially of a metal, such as of
one or more aluminum alloys, including (but not limited to)
a 2000 series aluminum alloy and/or a 7000 series aluminum
alloy. Fiber reinforced composite materials additionally or
alternatively may be described as, or referred to as, fiber
reinforced polymers, or plastics. As used herein, a fiber
reinforced composite material should be understood to
include at least an epoxy or other polymer or binding
material together with fibers, such as (but not limited to)
carbon fibers, boron fibers, para-aramid (e.g., Kevlar®)
fibers, and/or other fibers.

As schematically indicated in FIG. 2, an upper joint 36 of
a wing assembly 12 may include an upper joint assembly, or
structure, 38 that defines the upper joint together with an
outboard upper wing panel 24, a center upper wing panel 28,
and a rib 32. As used herein, an upper joint assembly 38
refers to a structure or assembly of structures that is distinct
from an outboard upper wing panel 24, a center upper wing
panel 28, and a rib 32, but that operatively interconnects an
outboard upper wing panel, a center upper wing panel, and
a rib to collectively define an upper joint 36 of a wing
assembly 12.

In embodiments of wing assemblies 12 in which the
outboard upper wing panel 24 and the center upper wing
panel 28 optionally are constructed of different materials,
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such as that have different thermal expansion properties
and/or different galvanic properties, as discussed herein, it
may be desirable for the upper joint assembly 38 to be
constructed substantially of a third material that is different
from the materials from which the outboard upper wing
panel and the center upper wing panel are constructed. In
some such embodiments, this third material, from which the
upper joint assembly is constructed, may have a coeflicient
of thermal expansion that is greater than the coefficient of
thermal expansion of the material from which the outboard
upper wing panel is constructed but that is less than the
coeflicient of thermal expansion of the material from which
the center upper wing panel is constructed. Additionally or
alternatively, the material from which the upper joint assem-
bly is constructed may be between, on a galvanic scale, the
materials from which the outboard upper wing panel and
center upper wing panel are constructed. Additionally or
alternatively, the third material from which the upper joint
assembly is constructed may be more electronegative than
the material from which the outboard upper wing panel is
constructed and less electronegative than the material from
which the center upper wing panel is constructed. [llustra-
tive, non-exclusive examples of suitable materials for con-
struction of an upper joint assembly 38 include titanium
alloys, including grade 5, or Ti6Al4V titanium alloy.

Each outboard upper wing panel 24 may be described as
a stiffened outboard upper wing panel because it may
include a plurality of outboard upper stringers 40 operatively
coupled to an outboard upper skin 42, as schematically
indicated in FIG. 2. Similarly, the center upper wing panel
28 may be described as a stiffened center upper wing panel
because it may include a plurality of center upper stringers
44 operatively coupled to a center upper skin 46, as also
schematically indicated in FIG. 2. When the outboard upper
wing panel and the center upper wing panel are constructed
of different materials, however, the respective configurations
and characteristics of the outboard upper wing panel and the
center upper wing panel may be different. For example, the
thicknesses of the respective skins, the shapes and configu-
rations of the respective stringers, and/or the number of
respective stringers may differ between the outboard upper
wing panel and the center upper wing panel. As an illustra-
tive, non-exclusive example, in embodiments in which the
outboard upper wing panel is constructed of a fiber rein-
forced composite material and the center upper wing panel
is constructed of aluminum, the outboard upper skin 42 may
be thicker than the center upper skin 46. Additionally or
alternatively, the outboard upper stringers 40 may be differ-
ently configured (e.g., have different cross-sectional pro-
files) than the center upper stringers 44. Illustrative, non-
exclusive examples of types, or shapes, of stringers that may
be used for the outboard upper stringers and/or the center
upper stringers include (but are not limited to) blade string-
ers, Z-stringers, I-stringers, and hat-shaped stringers. Other
structural differences between the outboard upper wing
panel and the center upper wing panel also are within the
scope of the present disclosure, including stringer configu-
rations other than those expressly identified and/or illus-
trated herein.

FIG. 3 schematically represents in profile, an upper joint
36 including an upper joint assembly 38 interconnecting an
outboard upper wing panel 24, a center upper wing panel 28,
and a rib 32, with the outboard upper wing panel and the
center upper wing panel schematically illustrated with dif-
ferent structural properties. For example, the outboard upper
skin 42 is schematically represented as having a different
thickness than the center upper skin 46, and an outboard
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6

upper stringer 40 having a different configuration than a
center upper stringer 44. As schematically illustrated in FIG.
3 the upper joint assembly 38 may be described as defining
a mating plane 48 between the outboard wing box and the
wing center section.

When an upper joint 36 is in compression, such as during
flight of an aircraft, the outboard upper wing panel 24 will
express, or produce, a compressive inward pressure 50
toward the mating plane 48 of the upper joint assembly 38,
and the center upper wing panel 28 will express, or produce,
a compressive outward pressure 52 toward the mating plane
of the upper joint assembly. These compressive pressures
each may be described as having a centroid 54, 56, respec-
tively, generally corresponding to a center of the respective
pressures applied over a cross-section of the respective
upper wing panels. That is, in cross-section along a fore/aft
direction of an upper wing panel, a pressure centroid 54, 56
may generally be represented by a two-dimensional span
extending along the fore/aft direction of the respective upper
wing panel, as schematically illustrated in FIG. 4. The
respective centroids additionally or alternatively may be
described as an aggregate of more than one load line
associated with the compressive inward pressure 50 and the
compressive outward pressure 52. For example, more than
one load line may be present in one of the outboard upper
wing panel and the center upper wing panel, such as
associated with the transfer of load from one component to
another, such as between a stringer and a skin, between a
stringer and a component of the upper joint assembly, and
between a skin and a component of the upper joint assembly.
Accordingly, an associated centroid may represent the theo-
retical center of more than one compressive load line acting
on a respective upper wing panel.

As schematically illustrated in FIG. 3, in the acreage of
the upper wing panels, the centroids 54, 56 across the upper
wing panels 24, 28 may be generally linear, or at least
generally linear away from the upper joint assembly 38. As
used herein, the acreage of an upper wing panel refers to a
lateral span of a respective wing panel away from the effects
of the upper joint itself, with FIG. 3 schematically repre-
senting these acreages in the broken out portions of the
upper wing panels. Additionally or alternatively, an acreage
of an upper wing panel may be described as a distal region,
or span, of the upper wing panel that is spaced away from
the upper joint assembly. Additionally or alternatively, an
acreage of an upper wing panel may be described as a region
of the upper wing panel in which the respective centroid is
generally parallel to the upper wing panel, itself. As illus-
trative, non-exclusive examples, the acreage of a respective
wing panel may begin at greater than 0.4, 0.6, 0.8, 1.0, 1.2,
or 1.4 meters away from the mating plane. Additionally or
alternatively, in some embodiments, the acreage of a respec-
tive upper wing panel may include one or more of 50-90%,
50-70%, 70-90%, greater than 50%, greater than 70%,
greater 90%, less than 50%, less than 70%, and/or less than
90% of a lateral span of the respective upper wing panel.

When the centroids associated with the acreages of the
upper wing panels are extended through the upper joint
assembly, the centroids may not directly coincide with each
other, or meet, at the mating plane 48, for example, due to
the outboard upper wing panel being configured differently
than the center upper wing panel, as schematically repre-
sented in FIG. 3 with the centroid 56 associated with the
acreage of the center upper wing panel 28 crossing the
mating plane above the centroid 54 associated with the
acreage of the outboard upper wing panel 24. Additionally
or alternatively, the centroids associated with the acreages of
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the upper wing panels, or extensions of these centroids, may
be described as intersecting the mating plane at different
heights, or locations, such as with an extension of the
centroid of the compressive outward pressure 52 intersecting
the mating plane above an extension of the compressive
inward pressure 50.

In such embodiments of upper joints 36, the upper joint 36
may be configured to shift and/or direct the centroids of the
compressive inward pressure 50 and the compressive out-
ward pressure 52 so that they more closely react in position
to each other at the mating plane 48. This optional func-
tionality and configuration of an upper joint is schematically
represented in FIG. 3 with the centroid 56 associated with
the compressive outward pressure 52 having been shifted
downward to coincide with and/or meet the centroid 54
associated with the compressive inward pressure 50 at the
mating plane. In some embodiments, the centroids of the
compressive inward pressure and the compressive outward
pressure may at least approximately coincide and/or meet at
the mating plane. Additionally or alternatively, in some
embodiments, the centroids of the compressive inward pres-
sure and the compressive outward pressure may substan-
tially and/or fully meet at the mating plane. Additionally or
alternatively, an upper joint 36 may be configured to gen-
erally direct the centroids toward each other, so as to balance
the upper joint in such a manner that unwanted torques are
not applied to the upper joint assembly 38, or at least that
substantial torques are not applied to the upper joint assem-
bly as a result of the compressive pressures applied by the
upper wing panels.

In such embodiments of wing assemblies, it is desirable to
configure the upper joint 36 so that the centroids 54, 56 come
together and are aligned, or at least approximately aligned,
at the mating plane 48, so as to avoid a discontinuity of the
compressive pressures within the upper joint. This is sche-
matically illustrated in FIG. 3 with the centroid 56 associ-
ated with the compressive outward pressure 52 having been
shifted downward within the vicinity of the upper joint 36.
This downward shift in the centroid 56 may be accom-
plished in various ways, such as due to the configuration of
the upper joint assembly 38 and its component parts, as well
as due to the operative attachment between the upper joint
assembly and the upper wing panels. For example, the
strategic use of fasteners between the upper joint assembly
and the upper wing panels may facilitate a shift in the
centroids associated with the compressive pressures. As a
more specific example, fasteners used to couple together the
vertical flange 47 of a center upper stringer 44 and the
vertical web of an inboard compression fitting 68 may
facilitate a load transfer between these components, thereby
allowing for a shift in the centroid associated with the center
upper wing panel.

Additionally or alternatively, the configuration of one or
more of the center upper stringers 44 and/or the center upper
skin 46 may be altered from within the acreage of the center
upper wing panel 28 to within the vicinity of the upper joint
36. For example, as schematically represented in dashed
lines in FIG. 3, the center upper skin 46 may be thicker
within the vicinity of the upper joint compared to within the
acreage of the center upper wing panel, optionally with a
thickness that increases as it approaches the mating plane.
Additionally or alternatively, as also schematically repre-
sented in dashed lines in FIG. 3, the horizontal flange or
flanges 45 associated with one or more of the center upper
stringers 44 may be thicker within the vicinity of the upper
joint compared to the within the acreage of the center upper
wing panel, optionally with a thickness that increases as it
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approaches the mating plane. Additionally or alternatively,
as also schematically represented in dashed lines in FIG. 3,
the vertical flange or flanges 47 associated with one or more
of the center upper stringers 44 may be smaller, or shorter,
within the vicinity of the upper joint compared to within the
acreage of the center upper wing panel, optionally with a
height than decreases as it approaches the mating plane.

While the discussion above primarily relates to the down-
ward shift of the centroid 56 associated with the compres-
sive outward pressure 52, the centroid 54 associated with the
compressive inward pressure 50 similarly may be shifted
upward so that the centroids coincide with each other at the
mating plane. Moreover, it also is within the scope of the
present disclosure that a wing assembly may be configured
such that an extension of the centroid 56 associated with the
compressive outward pressure across the acreage of the
center upper wing panel intersects the mating plane below
an extension of the centroid 54 associated with the com-
pressive inward pressure across the acreage of the outboard
upper wing panel. In such optional embodiments, similar to
the schematic example of FIG. 3 discussed in detail herein,
an upper joint may be configured to shift the centroids within
the vicinity of the upper joint so that they coincide, or at least
approximately coincide, at the mating plane defined by the
upper joint assembly. Factors that may affect whether a
centroid is shifted upward or downward in the vicinity of the
upper joint include the material selection for the construc-
tion of the upper wing panels. For example, the schemati-
cally illustrated example in FIG. 3 with an extension of the
centroid 56 across the acreage of the center upper wing panel
intersecting the mating plane above an extension of the
centroid 54 across the acreage of the outboard upper wing
panel may be associated with a wing assembly in which the
center upper wing panel is constructed of a metal, such as
aluminum, and the outboard upper wing panel is constructed
of a CFRP.

In addition to, or as an alternative to, configuring the
upper joint assembly 38 and/or having an upper wing panel
configured differently within the vicinity of the upper joint
than within the acreage of the upper wing panel to shift one
or both of the pressure centroids so that they meet at the
mating plane 48, it also may be desirable to space the
outboard upper stringers 40 differently than the center upper
stringers 44 along the fore/aft direction of the upper joint 36.
Such a configuration may be desirable, for example, in
embodiments of upper joints in which the outboard upper
wing panel 24 and the center upper wing panel 28 are
constructed of different materials. FIG. 5 schematically
illustrates in plan view, that in some embodiments of upper
joints, at least a subset of the center upper stringers do not
directly oppose corresponding outboard upper stringers at
the upper joint assembly 38. In some such embodiments, for
at least a substantial fore/aft span of the upper joint, every
second of the center upper stringers is directly opposed to a
corresponding outboard upper stringer, and every other
second of the center upper stringers is not directly opposed
to a corresponding outboard upper stringer. In other words,
for at least a substantial fore/aft span of the upper joint, only
every other one of the center upper stringers is directly
opposed to a corresponding outboard upper stringer. Addi-
tionally or alternatively, in some embodiments, for at least a
substantial fore/aft span of the upper joint, twice as many, or
at least approximately twice as many, center upper stringers
may be present than outboard upper stringers.

As used herein, a substantial fore/aft span of the upper
joint refers to a fore/aft span that encompasses at least 3, 5,
7,9, 11, 13, 15, 17, 19, or 21 outboard upper stringers,
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and/or that spans at least 10%, 20%, 30%, 40%, 50%, 60%,
70%, 80%, or 90% of a total fore/aft span of the upper joint.
In some embodiments, although not required, a portion of
the fore/aft span of the upper joint may be configured
differently than as expressly disclosed and illustrated herein,
such as to include and/or accommodate such optional func-
tionality as passing fluids between an outboard wing box and
the wing center section. For example, in such situations,
specifically configured stringers and corresponding fittings
may be used to facilitate operative transport of such fluids as
fuel, hydraulic fluid, etc.

In some embodiments of upper joints 36, although not
required in all embodiments, for at least a substantial fore/aft
span of the upper joint, a first subset of the center upper
stringers 44 may be operatively and/or directly coupled to
the upper joint assembly 38, and a second subset of the
center upper stringers may not be operatively and/or directly
coupled to the upper joint assembly. Stated differently, the
second subset of the center upper stringers may terminate
without being coupled directly to the joint assembly, as
schematically illustrated in FIG. 5. In some such embodi-
ments, the center upper stringers of this second subset may
correspond to the optional center upper stringers that do not
coincide with and/or that do not directly oppose correspond-
ing outboard upper stringers 40, such as schematically
represented in FIG. 5. By optionally terminating a center
upper stringer 44 without being coupled directly to the upper
joint assembly 38, the centroid 56 of the compressive
outward pressure 52 associated with the center upper wing
panel 28 may better react, or coincide with, the centroid 54
of the compressive inward pressure 50 associated with the
outboard upper wing panel 24. Having a subset of the center
upper stringers terminate without being coupled directly to
the upper joint assembly and/or without directly applying a
pressure against the upper joint assembly without a corre-
sponding outboard upper stringer directly opposing such
pressure, may facilitate a localized upward shift of the
centroid 56 within the vicinity of the upper stringers that
terminate without being coupled directly to the upper joint
assembly; however, the centroid 56 associated with the
center upper wing panel 28, as a whole, may shift downward
within the vicinity of the upper joint assembly 38.

Additionally or alternatively, in some embodiments of
upper joints 36, for at least a substantial fore/aft span of the
upper joint, a first subset of the center upper stringers 44 may
be operatively coupled to the lower flange 64 of upper joint
assembly 38 via an inboard compression fitting 68, and a
second subset of the center upper stringers may not be
operatively coupled to the lower flange 64 via an inboard
compression fitting 68. Stated differently, the second subset
of the center upper stringers may terminate without an
inboard compression fitting directing the compressive out-
ward pressure 52 directly across from the compressive
inward pressure 50. In some such embodiments, the center
upper stringers of this second subset may correspond to the
optional center upper stringers that do not coincide with
and/or that do not directly oppose corresponding outboard
upper stringers 40, such as schematically represented in FI1G.
5 without an optional inboard compression fitting 68 sche-
matically overlapping this second subset of center upper
stringers. By optionally terminating a center upper stringer
44 without utilizing an inboard compression fitting between
such a center upper stringer and the lower flange of the upper
joint assembly 38, the centroid 56 of the compressive
outward pressure 52 associated with the center upper wing
panel 28 may better react, or coincide with, the centroid 54
of the compressive inward pressure 50 associated with the
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outboard upper wing panel 24. Similar to above, having a
subset of the center upper stringers terminate without being
coupled directly to the upper joint assembly, and/or without
directly applying a pressure against the upper joint assembly
without a corresponding outboard upper stringer directly
opposing such pressure, may facilitate a localized upward
shift of the centroid 56 within the vicinity of the upper
stringers that terminate without being coupled to an inboard
compression fitting; however, the centroid 56 associated
with the center upper wing panel 28, as a whole, may shift
downward within the vicinity of the upper joint assembly 38.

Alternatively, rather than incorporating more (e.g., twice
as many) center upper stringers 44 than outboard upper
stringers 40 for a substantial fore/aft span of an upper joint
36, it also is within the scope of the present disclosure that
an upper joint may include an equal number of center upper
stringers and outboard upper stringers for a substantial
fore/aft span of the upper joint, as schematically illustrated
in FIG. 6. As an illustrative, non-exclusive example, the
center upper stringers may be configured as hat-shaped
stringers, or other suitably configured stringers, that effec-
tively are configured to provide twice, or at least approxi-
mately twice, the stiffness of alternative stringers, such as
blade stringers, Z-stringers, [-stringers, and the like. In FIG.
6, these optional center upper stringers are schematically
illustrated as having a fore/aft width that is significantly
greater than the corresponding outboard upper stringers 40
directly opposite the upper joint assembly 38.

Turning now to FIG. 7, illustrative, non-exclusive
examples of upper joint assemblies 38 are schematically
illustrated in profile and corresponding to where an outboard
upper stringer 40 is directly opposite a center upper stringer
44. As schematically illustrated, an upper joint assembly 38
may include an outboard flange 60 that is operatively
coupled to the outboard upper wing panel 24, an inboard
flange 62 that is operatively coupled to the center upper wing
panel 28, a lower flange 64 that is operatively coupled to the
rib 32, a plurality of outboard compression fittings 66 that
are operatively coupled between the outboard upper wing
panel and the lower flange, and a plurality of inboard
compression fittings 68 that are operatively coupled between
the center upper wing panel and the lower flange. Accord-
ingly, the outboard flange, the inboard flange, and the lower
flange may be described as defining a T-shape in profile,
with the angle between the outboard flange and the inboard
flange defining the dihedral angle between the outboard
wing box and the wing center section.

In some embodiments, the upper joint assembly 38 may
include a splice plate 70 that defines the outboard flange 60
and the inboard flange 62, and a lower T-fitting 72 that
defines the lower flange 64, with the lower T-fitting being
operatively coupled to the underside of the splice plate. In
some embodiments, the upper joint assembly additionally
may include an upper T-fitting 74 that is operatively coupled
to the upper side of the splice plate opposite the lower
T-fitting, with the upper T-fitting providing an interface for
operative coupling to adjacent structure of an aircraft.

The outboard compression fittings 66 and the inboard
compression fittings 68 are described as compression fit-
tings, because they are specifically configured for use in a
compression joint, such as an upper joint 36. That is, the
compression fittings of an upper joint 36 are configured to
translate the compressive inward pressure 50 and the com-
pressive outward pressure 52 so that they directly oppose
each other across the lower flange 64 of the upper joint
assembly 38. Illustrative, non-exclusive examples of com-
pression fittings that may be used in upper joint assemblies
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include (but are not limited to) bathtub fittings, halt-bathtub
fittings, and paddle fittings, for example depending on the
configuration of a respective stringer or stringers of the
outboard upper stringers and the center upper stringers.

In FIG. 7, the outboard compression fittings 66 are
schematically represented in an overlapping relationship
with the outboard upper wing panel 24, including both the
outboard upper skin 42 and the outboard upper stringers 40,
schematically representing that the outboard compression
fittings may operatively engage and/or be operatively
coupled to one or both of the outboard upper skin and the
outboard upper stringers. Similarly, the inboard compression
fittings 68 are schematically represented in an overlapping
relationship with the center upper wing panel 28, including
both the center upper skin 46 and the center upper stringers
44, schematically representing that the inboard compression
fittings may operatively engage and/or be operatively
coupled to one or both of the center upper skin and the center
upper stringers.

In some embodiments, each of the inboard compression
fittings 68 may be operatively coupled to the center upper
skin 46, the lower flange 64, and to two adjacent center
upper stringers 44.

In some embodiments, a subset of the center upper
stringers 44 may not be coupled directly to an inboard
compression fitting 68, for example, as schematically and
optionally illustrated in FIG. 5 in connection with an
optional embodiment in which a subset of the center upper
stringers terminate without an inboard compression fitting
between a center upper stringer and the lower flange of the
upper joint assembly 38. In some such embodiments, as also
represented optionally in FIG. 5, every second of the plu-
rality of center upper stringers 44 may not be coupled
directly to an inboard compression fitting 68, at least for a
substantial fore/aft span of the upper joint.

In some embodiments, such as schematically represented
in FIGS. 5 and 7, the plurality of inboard compression
fittings 68 may be coupled to the lower flange 64 directly
across from an outboard compression fitting 66 for at least
a substantial fore/aft span of the upper joint.

In some embodiments, the upper joint 36 may include a
plurality of fasteners 76 that operatively couple together two
or more components of the upper joint. For example, fas-
teners may be used to operatively couple together the center
upper wing panel 28 to the inboard flange 62, to operatively
couple together the outboard upper wing panel 24 to the
outboard flange 60, to operatively couple together the center
upper stringers 44 to the center upper skin 46, to operatively
couple together the outboard upper stringers 40 to the
outboard upper skin 42, to operatively couple together the
inboard compression fittings 68 to the lower flange 64,
and/or to operatively couple together the outboard compres-
sion fittings 66 to the lower flange 64. Additionally or
alternatively, various components may be operatively
coupled together by other mechanisms, such as with adhe-
sive, or by other processes, such as curing of composite
materials.

In some embodiments, such as schematically illustrated in
FIG. 7, one or more fasteners 76 may extend vertically
through and couple together the inboard flange 62, the center
upper skin 46, a horizontal flange 45 of a center upper
stringer 44, and a horizontal flange 69 of an inboard com-
pression fitting 68. Additionally or alternatively, as also
schematically illustrated in FIG. 7, one or more fasteners 76
may extend horizontally through a vertical web or webs of
an inboard compression fitting 68 and the vertical flange 47
of'a center upper stringer 44. Such optional fasteners 76 may
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facilitate the downward shift of the centroid associated with
the compressive outward pressure across the center upper
wing panel within the vicinity of the upper joint. Addition-
ally or alternatively, the inclusion of such optional fasteners
in some embodiments may split a load line associated with
a center upper stringer 44 into two loads lines, with a first
load line shifting upward to the fastened interface between
the inboard flange 62, the center upper skin 46, the hori-
zontal flange 45 of the center upper stringer 44, and the
horizontal flange 69 of the inboard compression fitting 68,
and with a second load line shifting to the fastened interface
between the vertical web or webs of the inboard compres-
sion fitting 68 and the vertical flange 47 of the center upper
stringer 44. The resultant centroid of these split load lines
may coincide with, or at least approximately coincide with
the opposing centroid associated with the compressive
inward pressure associated with the outboard upper wing
panel.

In some embodiments, such as schematically illustrated in
FIG. 7, fasteners 76 also may directly couple outboard
compression fittings 66 and inboard compression fittings 68
directly across from each other and to the lower flange 64.
In other words, a single fastener operatively may couple an
outboard compression fitting and an inboard compression
fitting to the lower flange, with the fasteners extending
through all three of the outboard compression fitting, the
lower flange, and the inboard compression fitting. Addition-
ally or alternatively, in some embodiments, an outboard
compression fitting may be coupled to the lower flange
directly across from two inboard compression fittings, with
FIG. 6 schematically and optionally illustrating such an
example with two inboard compression fittings 68 associ-
ated with each of the illustrated center upper stringers 44 and
with a single outboard compression fitting 66 associated
with each of the illustrated outboard upper stringers 40.
Other configurations also are within the scope of the present
disclosure.

Turning now to FIGS. 8-22, illustrative non-exclusive
examples of upper joints 36 are illustrated. Where appro-
priate, the reference numerals from the schematic illustra-
tions of FIGS. 2-7 are used to designate corresponding parts
of the upper joints of FIGS. 8-22; however, the examples of
FIGS. 8-22 are non-exclusive and do not limit upper joints
36 and components thereof to the illustrated embodiments of
FIGS. 8-22. That is, upper joints 36, and thus wing assem-
blies 12 and aircraft 10, are not limited to the specific
embodiments of the illustrated upper joints of FIGS. 8-22,
and upper joints 36, wing assemblies 12, and aircraft 10 may
incorporate any number of the various aspects, configura-
tions, characteristics, properties, etc. of upper joints 36 that
are illustrated in and discussed with reference to the sche-
matic representations of FIGS. 2-7 and/or the embodiments
of FIGS. 8-22, as well as variations thereof, without requir-
ing the inclusion of all such aspects, configurations, char-
acteristics, properties, etc. For the purpose of brevity, each
previously discussed component, part, portion, aspect,
region, etc. or variants thereof may not be discussed, illus-
trated, and/or labeled again with respect to the upper joints
of FIGS. 8-22; however, it is within the scope of the present
disclosure that the previously discussed features, variants,
etc. may be utilized with such lower joints. Moreover, the
depictions of the upper joints of FIGS. 8-22 are constructed
to best show the various component parts of the example
embodiments over a limited fore/aft span of an upper joint,
and therefore do not necessarily show each and every
component that may be present in a particular view of an
upper joint. With reference to FIG. 12 as an example, the
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right-most and left-most center upper stringers 44 are illus-
trated with an inboard compression fitting 68 on only a
single side of the respective center upper stringer and
without an adjacent center upper stringer; however, in
construction of an associated embodiment, such additional
inboard compression fittings and center upper stringers may
be present.

As seen with reference to FIGS. 8-11, a first upper joint
136 is an example of an upper joint 36 that includes a
stiffened outboard upper wing panel 24 constructed substan-
tially of a CFRP, a stiffened center upper wing panel 28
constructed substantially of an aluminum alloy, and an upper
joint assembly 38. The upper joint assembly includes an
upper T-fitting 74 constructed of an aluminum alloy, a splice
plate 70 constructed of a titanium alloy, a lower T-fitting 72
constructed of a titanium alloy, a plurality of outboard
compression fittings 66 constructed of a titanium alloy, and
a plurality of inboard compression fittings 68 constructed of
an aluminum alloy. The stiffened outboard upper wing panel
includes a plurality of outboard upper stringers 40 that may
be described as blade stringers and/or as having generally
T-shaped cross-sectional profiles. The stiffened center upper
wing panel, however, includes a plurality of center upper
stringers 44 that may be described as Z-stringers and/or as
having a generally Z-shaped cross-sectional profile for a
substantial length of the stringers.

Upper joint 136 is an example of an upper joint 36 in
which every second of the center upper stringers 44 is
directly opposed to a corresponding outboard upper stringer
40, and every other second of the center upper stringers is
not directly opposed to a corresponding outboard upper
stringer. Moreover, upper joint 136 is an example of an
upper joint 36 in which every second of the center upper
stringers terminates without an inboard compression fitting
68 coupled between every other center upper stringer 44 and
the lower flange 64.

As perhaps best seen in FIG. 8, each center upper stringer
of the subset of the center upper stringers 44 that terminates
without an inboard compression fitting 68 tapers from a
Z-shaped cross-sectional profile to a tapering T-shaped
cross-sectional profile, ultimately having only a flanged base
without a vertical web at its ultimate terminus adjacent to the
lower T-fitting 72. Moreover, as perhaps best seen in FIG.
11, this subset of the center upper stringers are generally
smaller than the remaining center upper stringers that are
coupled directly to the lower flange 64 of the lower T-fitting
72 via an inboard compression fitting.

Upper joint 136 is an example of an upper joint 36 in
which a plurality of fasteners 76 are utilized to operatively
couple the center upper wing panel 28 to the upper joint
assembly 38 and to operatively couple the inboard compres-
sion fittings 68 directly across from corresponding outboard
compression fittings 66. Moreover, the use of vertical fas-
teners to couple directly together the inboard flange 62, the
center upper skin 46, the horizontal flanges of the center
upper stringers 44, and the horizontal flanges of the inboard
compression fitting 68, as well as the use of horizontal
fasteners to couple directly together the vertical webs of the
inboard compression fittings 68 and the vertical flanges of
the center upper stringers 44, facilitates a desired downward
shift in the centroid associated with the compressive out-
ward pressure applied across the center upper wing panel
during flight of an aircraft.

Turning now to FIGS. 12-15, a second upper joint 236 is
an example of an upper joint 36 that similarly includes a
stiffened outboard upper wing panel 24 constructed substan-
tially of a CFRP, a stiffened center upper wing panel 28
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constructed substantially of an aluminum alloy, and an upper
joint assembly 38. The upper joint assembly includes an
upper T-fitting 74 constructed of an aluminum alloy, a splice
plate 70 constructed of a titanium alloy, a lower T-fitting 72
constructed of a titanium alloy, a plurality of outboard
compression fittings 66 constructed of a titanium alloy, and
a plurality of inboard compression fittings 68 constructed of
an aluminum alloy. Like upper joint 136 of FIGS. 8-11, the
stiffened outboard upper wing panel of upper joint 236
includes a plurality of outboard upper stringers 40 that may
be described as blade stringers and/or as having generally
T-shaped cross-sectional profiles. Also like upper joint 136,
the stiffened center upper wing panel of upper joint 236
includes a plurality of center upper stringers 44 that may be
described as Z-stringers and/or as having a generally
Z-shaped cross-sectional profile for a substantial length of
the stringers.

Also similar to upper joint 136, upper joint 236 is an
example of an upper joint 36 in which every second of the
center upper stringers 44 is directly opposed to a corre-
sponding outboard upper stringer 40, and every other second
of the center upper stringers is not directly opposed to a
corresponding outboard upper stringer. However, unlike
upper joint 136, upper joint 236 is an example of an upper
joint 36 in which inboard compression fittings 68 are
coupled directly between the lower flange 64 and each of the
center upper stringers. More specifically, each of the inboard
compression fittings may be described as a bathtub fitting
and is coupled to an adjacent pair of the center upper
stringers.

Upper joint 236 is another example of an upper joint 36
in which a plurality of fasteners 76 are utilized to operatively
couple the center upper wing panel 28 to the upper joint
assembly 38 and to operatively couple the inboard compres-
sion fittings 68 directly across from corresponding outboard
compression fittings 66. Moreover, vertical fasteners are
utilized to couple directly together the inboard flange 62, the
center upper skin 46, the horizontal flanges of the center
upper stringers 44, and the horizontal flanges of the inboard
compression fittings 68, and horizontal fasteners are utilized
to couple directly together the vertical webs of the inboard
compression fittings 68 and the vertical flanges of the center
upper stringers 44. These fasteners facilitate a desired down-
ward shift in the centroid associated with the compressive
outward pressure within the vicinity of the upper joint
during flight of an aircraft.

FIGS. 16-19 show a third upper joint 336, which is
another example of an upper joint 36 that includes a stiffened
outboard upper wing panel 24 constructed substantially of a
CFRP, a stiffened center upper wing panel 28 constructed
substantially of an aluminum alloy, and an upper joint
assembly 38. The upper joint assembly includes an upper
T-fitting 74 constructed of an aluminum alloy, a splice plate
70 constructed of a titanium alloy, a lower T-fitting 72
constructed of a titanium alloy, a plurality of outboard
compression fittings 66 constructed of a titanium alloy, and
a plurality of inboard compression fittings 68 constructed of
an aluminum alloy. Like upper joint 136 and upper joint 236,
the stiffened outboard upper wing panel of upper joint 336
includes a plurality of outboard upper stringers 40 that may
be described as blade stringers and/or as having generally
T-shaped cross-sectional profiles. However, unlike upper
joint 136 and upper joint 236, the stiffened center upper
wing panel 28 of upper joint 336 includes a plurality of
center upper stringers 44 that may be described as hat-
shaped stringers.
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Unlike upper joint 136 and upper joint 236, upper joint
336 is an example of an upper joint 36 in which each of the
center upper stringers 44 is directly opposed to a corre-
sponding outboard upper stringer 40. Moreover, upper joint
336 is an example of an upper joint 36 in which the inboard
compression fittings 68 take the form of half-bathtub fittings
with two such fittings operatively coupled between the
hat-shaped stringers and the lower flange 64 of the upper
joint assembly 38, and with each half-bathtub fitting being
coupled to an external lateral side of a hat-shaped stringer.

Upper joint 336 is yet another example of an upper joint
36 in which a plurality of fasteners 76 are utilized to
operatively couple the center upper wing panel 28 to the
upper joint assembly 38 and to operatively couple the
inboard compression fittings 68 directly across from corre-
sponding outboard compression fittings 66. Moreover, ver-
tical fasteners are utilized to couple directly together the
inboard flange 62, the center upper skin 46, the horizontal
flanges of the center upper stringers 44, and the horizontal
flanges of the inboard compression fittings 68, and horizon-
tal fasteners are utilized to couple directly together the
vertical webs of the inboard compression fittings 68 and the
vertical flanges of the center upper stringers 44. These
fasteners facilitate a desired downward shift in the centroid
associated with the compressive outward pressure within the
vicinity of the upper joint during flight of an aircraft.

Turning finally to FIGS. 20-23, a fourth upper joint 436
is another example of an upper joint 36 that includes a
stiffened outboard upper wing panel 24 constructed substan-
tially of a CFRP, a stiffened center upper wing panel 28
constructed substantially of an aluminum alloy, and an upper
joint assembly 38. The upper joint assembly includes an
upper T-fitting 74 constructed of an aluminum alloy, a splice
plate 70 constructed of a titanium alloy, a lower T-fitting 72
constructed of a titanium alloy, a plurality of outboard
compression fittings 66 constructed of a titanium alloy, and
a plurality of inboard compression fittings 68 constructed of
an aluminum alloy. Like upper joints 136, 236, and 336, the
stiffened outboard upper wing panel of upper joint 436
includes a plurality of outboard upper stringers 40 that may
be described as blade stringers and/or as having generally
T-shaped cross-sectional profiles. However, unlike upper
joint 136 and upper joint 236, but similar to upper joint 336,
the stiffened center upper wing panel 28 of upper joint 436
includes a plurality of center upper stringers 44 that may be
described as hat-shaped stringers.

Also like upper joint 336, upper joint 436 is an example
of an upper joint 36 in which each of the center upper
stringers 44 is directly opposed to a corresponding outboard
upper stringer 40. However, unlike upper joint 336, upper
joint 436 is an example of an upper joint 36 in which the
inboard compression fittings 68 take the form of bathtub
fittings that are operatively coupled between the hat-shaped
stringers and the lower flange 64 of the upper joint assembly
38, and with each bathtub fitting being coupled to the insides
of the lateral sides of a hat-shaped stringer. Accordingly, the
bathtub fittings of upper joint 436 may be described as
internal bathtub fittings.

Upper joint 436 is yet another example of an upper joint
36 in which a plurality of fasteners 76 are utilized to
operatively couple the center upper wing panel 28 to the
upper joint assembly 38 and to operatively couple the
inboard compression fittings 68 directly across from corre-
sponding outboard compression fittings 66. Moreover, ver-
tical fasteners are utilized to couple directly together the
inboard flange 62, the center upper skin 46, the horizontal
flanges of the center upper stringers 44, and the horizontal
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flanges of the inboard compression fittings 68, and horizon-
tal fasteners are utilized to couple directly together the
vertical webs of the inboard compression fittings 68 and the
vertical flanges of the center upper stringers 44. These
fasteners facilitate a desired downward shift in the centroid
associated with the compressive outward pressure within the
vicinity of the upper joint during flight of an aircratt.

Tustrative, non-exclusive examples of inventive subject
matter according to the present disclosure are described in
the following enumerated paragraphs:

A. A wing assembly for an aircraft, the wing assembly
comprising:

a left wing box constructed substantially of a first mate-
rial;

a right wing box constructed substantially of the first
material; and

a wing center section constructed substantially of a sec-
ond material that is different from the first material.

Al. The wing assembly of paragraph A,

wherein the first material has a first coefficient of thermal
expansion; and

wherein the second material has a second coeflicient of
thermal expansion that is greater than the first coefficient of
thermal expansion.

A2. The wing assembly of any of paragraphs A-Al,

wherein the first material is toward a cathodic end of a
galvanic scale relative to the second material; and/or

wherein the first material is more electronegative than the
second material.

A3. The wing assembly of any of paragraphs A-A2,
wherein the first material is a fiber reinforced composite
material, and optionally a carbon fiber reinforced composite
material.

A4. The wing assembly of any of paragraphs A-A3,
wherein second material is a metal, and optionally an
aluminum alloy.

AS. The wing assembly of any of paragraphs A-A4,
further comprising:

a left upper joint assembly that defines a left upper joint
with the left wing box and the wing center section; and

a right upper joint assembly that defines a right upper joint
with the right wing box and the wing center section;

wherein the left upper joint assembly and the right upper
joint assembly are constructed at least partially, and option-
ally substantially, of a third material.

AS.1. The wing assembly of paragraph AS when depend-
ing from paragraph A1, wherein the third material has a third
coeflicient of thermal expansion that is greater than the first
coeflicient of thermal expansion and less than the second
coeflicient of thermal expansion.

AS5.2. The wing assembly of any of paragraphs A5-AS.1
when depending from paragraph A2,

wherein the third material is between the first material and
the second material on the galvanic scale; and/or

wherein the third material is more electronegative than the
second material and less electronegative than the first mate-
rial.

AS5.3. The wing assembly of any of paragraphs AS5-A5.2,
wherein the third material is a metal, and optionally a
titanium alloy.

AS5.4. The wing assembly of any of paragraphs AS5-A5.3,
wherein the left upper joint and the right upper joint each
include the upper joint of any of paragraphs B-B4.10.

A6. The wing assembly of any of paragraphs A-AS5.4,
wherein the first material is not in contact with the second
material.
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A7. An aircraft, comprising:

a fuselage; and

the wing assembly of any of paragraphs A-A6.

B. An upper joint for a wing assembly of an aircraft, the
upper joint comprising:

an outboard upper wing panel of an outboard wing box;

a center upper wing panel of a wing center section;

a rib that is located between the outboard wing box and
the wing center section; and

an upper joint assembly operatively interconnecting the
outboard upper wing panel, the center upper wing panel, and
the rib.

B1. The upper joint of paragraph B,

wherein the upper joint assembly defines a mating plane
between the outboard wing box and the wing center section;

wherein when the upper joint is in compression, the
outboard upper wing panel expresses a compressive inward
pressure toward the upper joint assembly;

wherein when the upper joint is in compression, the center
upper wing panel expresses a compressive outward pressure
toward the upper joint assembly; and

wherein a centroid of the compressive inward pressure
across an acreage of the outboard upper wing panel and a
centroid of the compressive outward pressure across an
acreage of the center upper wing panel when extended
across the mating plane do not directly coincide and/or meet
at the mating plane, and/or wherein a/the centroid of the
compressive inward pressure across an/the acreage of the
outboard upper wing panel when extended across the mating
plane intersects the mating plane below or above where a/the
centroid of the compressive outward pressure across an/the
acreage of the center upper wing panel when extended
across the plane intersects the mating plane.

B1.1. The upper joint of paragraph B1,

wherein the upper joint assembly is configured to shift
and/or direct the centroid of the compressive inward pres-
sure to at least approximately, and optionally substantially
and/or fully, coincide with and/or meet the centroid of the
compressive outward pressure at the mating plane; and/or

wherein the upper joint assembly is configured to shift
and/or direct the centroid of the compressive outward pres-
sure to at least approximately, and optionally substantially
and/or fully, coincide and/or meet the centroid of the com-
pressive inward pressure at the mating plane.

B2. The upper joint of any of paragraphs B-B1.1,

wherein the outboard upper wing panel includes an out-
board upper skin and a plurality of outboard upper stringers
operatively coupled to the outboard upper skin; and

wherein the center upper wing panel includes a center
upper skin and a plurality of center upper stringers opera-
tively coupled to the center upper skin.

B2.1. The upper joint of paragraph B2, wherein at least a
subset of the plurality of center upper stringers includes
center upper stringers that are not directly opposed to
corresponding outboard upper stringers of the plurality of
outboard upper stringers at the upper joint assembly.

B2.2. The upper joint of any of paragraphs B2-B2.1,
wherein for at least a substantial fore/aft span of the upper
joint, every second center upper stringer of the plurality of
center upper stringers is directly opposed to a corresponding
outboard upper stringer of the plurality of outboard upper
stringers at the upper joint assembly, optionally wherein
every other second center upper stringer of the plurality of
center upper stringers is not directly opposed to a corre-
sponding outboard upper stringer of the plurality of outboard
upper stringers.
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B2.3. The upper joint of any of paragraphs B2-B2.2,
wherein for at least a substantial fore/aft span of the upper
joint, each of the plurality of outboard upper stringers is
directly opposed to a corresponding center upper stringer of
the plurality of center upper stringers at the upper joint
assembly.

B2.4. The upper joint of any of paragraphs B2-B2.3,
wherein for at least a substantial fore/aft span of the upper
joint, the plurality of center upper stringers consists essen-
tially of approximately twice as many stringers as the
plurality of outboard upper stringers.

B2.5. The upper joint of any of paragraphs B2-B2.4,
wherein the plurality of outboard upper stringers comprises
blade stringers, Z-stringers, and/or I-stringers, optionally
consists essentially of blade stringers, Z-stringers, and/or
I-stringers, and optionally consists of blade stringers,
Z-stringers, and/or I-stringers.

B2.6. The upper joint of any of paragraphs B2-B2.4,
wherein the plurality of center upper stringers comprises one
or more of blade stringers, Z-stringers, and/or I-stringers,
optionally consists essentially of one or more of blade
stringers, Z-stringers, and/or I-stringers, and optionally con-
sists of one or more of blade stringers, Z-stringers, and/or
I-stringers.

B2.7. The upper joint of any of paragraphs B2-B2.5,
wherein the plurality of center upper stringers comprises
hat-shaped stringers, optionally consists essentially of hat-
shaped stringers, and optionally consists of hat-shaped
stringers.

B2.8. The upper joint of any of paragraphs B2-B23,
wherein a first subset of the plurality of center upper
stringers is operatively coupled to the upper joint assembly,
and wherein a second subset of the plurality of center upper
stringers is not operatively coupled to the upper joint assem-
bly and/or terminates without being directly coupled to the
upper joint assembly.

B2.9. The upper joint of any of paragraphs B2-B2.8,
wherein for at least a substantial span of the upper joint,
every second center upper stringer of the plurality of center
upper stringers is not coupled directly to the upper joint
assembly and/or terminates without being directly coupled
to the upper joint assembly.

B3. The upper joint of any of paragraphs B-B2.9, wherein
the upper joint assembly includes:

an outboard flange operatively coupled to the outboard
upper wing panel;

an inboard flange operatively coupled to the center upper
wing panel;

a lower flange operatively coupled to the rib;

a plurality of outboard compression fittings operatively
coupled between the outboard upper wing panel and the
lower flange; and

a plurality of inboard compression fittings operatively
coupled between the center upper wing panel and the lower
flange.

B3.1. The upper joint of paragraph B3, wherein the upper
joint assembly includes:

a splice plate, wherein the splice plate defines the out-
board flange and the inboard flange; and

a lower T-fitting operatively coupled to the splice plate,
wherein the lower T-fitting defines the lower flange.

B3.1.1. The upper joint of paragraph B3.1, wherein the
upper joint assembly further includes: an upper T-fitting
operatively coupled to the splice plate opposite the lower
T-fitting.

B3.2. The upper joint of any of paragraphs B3-B3.1.1,
wherein the plurality of inboard compression fittings com-
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prises bathtub fittings, optionally consists essentially of
bathtub fittings, and optionally consists of bathtub fittings.

B3.3. The upper joint of any of paragraphs B3-B3.2,
wherein the plurality of inboard compression fittings com-
prises half-bathtub fittings, optionally consists essentially of
half-bathtub fittings, and optionally consists of half-bathtub
fittings.

B3.4. The upper joint of any of paragraphs B3-B3.3,
wherein the plurality of inboard compression fittings com-
prises paddle fittings, optionally consists essentially of
paddle fittings, and optionally consists of paddle fittings.

B3.5. The upper joint of any of paragraphs B3-B3.4 when
depending from paragraph B2, wherein each of at least a
subset of the plurality of inboard compression fittings is
operatively coupled to the center upper skin, the lower
flange, and two of the plurality of center upper stringers.

B3.6. The upper joint of any of paragraphs B3-B3.5 when
depending from paragraph B2, wherein the plurality of
center upper stringers includes a subset of center upper
stringers that are not coupled directly to an inboard com-
pression fitting of the plurality of inboard compression
fittings.

B3.7. The upper joint of any of paragraphs B3-B3.6 when
depending from paragraph B2, wherein for at least a sub-
stantial fore/aft span of the upper joint, every second center
upper stringer of the plurality of center upper stringers is not
coupled directly to an inboard compression fitting of the
plurality of inboard compression fittings.

B3.8. The upper joint of any of paragraphs B3-B3.7,
wherein for at least a substantial fore/aft span of the upper
joint, each of the plurality of inboard compression fittings is
coupled to the lower flange directly across from an outboard
compression fitting of the plurality of outboard compression
fittings.

B3.9. The upper joint of any of paragraphs B3-B3.8,
wherein the upper joint assembly further includes a plurality
of fasteners, wherein at least a subset of fasteners of the
plurality of fasteners directly couples an outboard compres-
sion fitting of the plurality of outboard compression fittings
and an inboard compression fitting of the plurality of
inboard compression fittings to the lower flange.

B3.10. The upper joint of any of paragraphs B3-B3.9
when depending from paragraph B2, wherein the upper joint
assembly further includes a plurality of fasteners, wherein at
least a subset of fasteners of the plurality of fasteners
directly couple together the inboard flange, the center upper
skin, horizontal flanges of the center upper stringers, and
horizontal flanges of the inboard compression fittings.

B3.11. The upper joint of any of paragraphs B3-B3.10
when depending from paragraph B2, wherein the upper joint
assembly further includes a plurality of fasteners, wherein at
least a subset of the fasteners of the plurality of fasteners
directly couple together vertical webs of the inboard com-
pression fittings 68 and vertical flanges of the center upper
stringers.

B3.12. The upper joint of any of paragraphs B-B3.11,
wherein each of the plurality of outboard compression
fittings is coupled to the lower flange directly across from
two of the plurality of inboard compression fittings.

B3.13. The upper joint of any of paragraphs B-B3.11,
wherein for at least a substantial fore/aft span of the upper
joint, each of the plurality of outboard compression fittings
is coupled to the lower flange directly across from one of the
plurality of inboard compression fittings.

B4. The upper joint of any of paragraphs B-B3.13,

wherein the outboard upper wing panel is constructed
substantially of a first material;
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wherein the center upper wing panel is constructed sub-
stantially of a second material that is different from the first
material; and

wherein the upper joint assembly is constructed at least
partially, optionally substantially, of a third material that is
different from the first material and the second material.

B4.1. The upper joint of paragraph B4, wherein the rib is
constructed substantially of the second material.

B4.2. The upper joint of any of paragraphs B4-B4.1,

wherein the first material has a first coefficient of thermal
expansion;

wherein the second material has a second coeflicient of
thermal expansion that is greater than the first coefficient of
thermal expansion; and

the third material has a third coefficient of thermal coef-
ficient that is greater than the first coefficient of thermal
expansion and less than the second coefficient of thermal
expansion.

B4.3. The upper joint of any of paragraphs B4-B4.2,

wherein the first material is toward a cathodic end of a
galvanic scale relative to the second material, and wherein
the third material is between the first material and the second
material on the galvanic scale; and/or

wherein the first material is more electronegative than the
third material, and wherein the third material is more elec-
tronegative than the second material.

B4.4. The upper joint of any of paragraphs B4-B4.3,
wherein the first material is a fiber reinforced composite
material, and optionally a carbon fiber reinforced composite
material.

B4.5. The upper joint of any of paragraphs B4-B4.4,
wherein the second material is a metal, and optionally an
aluminum alloy.

B4.6. The upper joint of any of paragraphs B4-B4.5,
wherein the third material is a metal, and optionally a
titanium alloy.

B4.7. The upper joint of any of paragraphs B4-B4.6 when
depending from paragraph B3, wherein the outboard flange,
the inboard flange, and the lower flange are constructed of
the third material.

B4.8. The upper joint of any of paragraphs B4-B4.7 when
depending from paragraph B3, wherein the plurality of
outboard compression fittings is constructed of the third
material.

B4.9. The upper joint of any of paragraphs B4-B4.7 when
depending from paragraph B3, wherein the plurality of
inboard compression fittings is constructed of the second
material.

B4.10. The upper joint of any of paragraphs B4-B4.7
when depending from paragraph B3.1.1, wherein the upper
T-fitting is constructed of the second material.

BS. An aircraft, comprising:

a fuselage; and

a wing assembly operatively coupled to the fuselage,
wherein the wing assembly includes:

a left wing box;

a right wing box;

a wing center section;

an upper joint of any of paragraphs B-B10 interconnect-

ing the left wing box and the wing center section; and
an upper joint of any of paragraphs B-B10 interconnect-
ing the right wing box and the wing center section.

As used herein, the terms “adapted” and “configured”
mean that the element, component, or other subject matter is
designed and/or intended to perform a given function. Thus,
the use of the terms “adapted” and “configured” should not
be construed to mean that a given element, component, or
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other subject matter is simply “capable of” performing a
given function but that the element, component, and/or other
subject matter is specifically selected, created, implemented,
utilized, programmed, and/or designed for the purpose of
performing the function. It is also within the scope of the
present disclosure that elements, components, and/or other
recited subject matter that is recited as being adapted to
perform a particular function may additionally or alterna-
tively be described as being configured to perform that
function, and vice versa. Similarly, subject matter that is
recited as being configured to perform a particular function
may additionally or alternatively be described as being
operative to perform that function.

The various disclosed elements of apparatuses disclosed
herein are not required to all apparatuses, and the present
disclosure includes all novel and non-obvious combinations
and subcombinations of the various elements disclosed
herein. Moreover, one or more of the various elements
disclosed herein may define independent inventive subject
matter that is separate and apart from the whole of a
disclosed apparatus. Accordingly, such inventive subject
matter is not required to be associated with the specific
apparatuses that are expressly disclosed herein, and such
inventive subject matter may find utility in apparatuses that
are not expressly disclosed herein.

The invention claimed is:

1. An upper joint for a wing assembly of an aircraft, the
upper joint comprising:

an outboard upper wing panel of an outboard wing box;

a center upper wing panel of a wing center section;

a rib that is located between the outboard wing box and

the wing center section; and

an upper joint assembly operatively interconnecting the

outboard upper wing panel, the center upper wing

panel, and the rib, wherein the upper joint assembly
includes:

a splice plate, wherein the splice plate defines an
outboard flange operatively coupled to the outboard
upper wing panel, and an inboard flange operatively
coupled to the center upper wing panel;

a lower T-fitting operatively coupled to the splice plate,
wherein the lower T-fitting defines a lower flange
operatively coupled to the rib;

a plurality of outboard compression fittings operatively
coupled between the outboard upper wing panel and
the lower flange; and

a plurality of inboard compression fittings operatively
coupled between the center upper wing panel and the
lower flange.

2. The upper joint of claim 1, wherein the upper joint
assembly defines a mating plane between the outboard wing
box and the wing center section, wherein when the upper
joint is in compression, the outboard upper wing panel
expresses a compressive inward pressure toward the upper
joint assembly, wherein when the upper joint is in compres-
sion, the center upper wing panel expresses a compressive
outward pressure toward the upper joint assembly, and
wherein the upper joint assembly is configured to direct a
centroid of the compressive outward pressure to coincide
with or approximately coincide with a centroid of the
compressive inward pressure at the mating plane.

3. The upper joint of claim 1,

wherein the outboard upper wing panel includes an out-

board upper skin and a plurality of outboard upper

stringers operatively coupled to the outboard upper
skin;
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wherein the center upper wing panel includes a center
upper skin and a plurality of center upper stringers
operatively coupled to the center upper skin; and

wherein at least a subset of the plurality of center upper
stringers includes center upper stringers that are not
directly opposed to corresponding outboard upper
stringers of the plurality of outboard upper stringers at
the upper joint assembly.

4. The upper joint of claim 1,

wherein the outboard upper wing panel includes an out-
board upper skin and a plurality of outboard upper
stringers operatively coupled to the outboard upper
skin;

wherein the center upper wing panel includes a center
upper skin and a plurality of center upper stringers
operatively coupled to the center upper skin; and

wherein for at least a substantial fore/aft span of the upper
joint, only every other center upper stringer of the
plurality of center upper stringers is directly opposed to
a corresponding outboard upper stringer of the plurality
of outboard upper stringers at the upper joint assembly.

5. The upper joint of claim 1,

wherein the outboard upper wing panel includes an out-
board upper skin and a plurality of outboard upper
stringers operatively coupled to the outboard upper
skin;

wherein the center upper wing panel includes a center
upper skin and a plurality of center upper stringers
operatively coupled to the center upper skin; and

wherein for at least a substantial fore/aft span of the upper
joint, the plurality of center upper stringers consists of
approximately twice as many stringers as the plurality
of outboard upper stringers.

6. The upper joint of claim 1,

wherein the outboard upper wing panel includes an out-
board upper skin and a plurality of outboard upper
stringers operatively coupled to the outboard upper
skin;

wherein the center upper wing panel includes a center
upper skin and a plurality of center upper stringers
operatively coupled to the center upper skin; and

wherein a first subset of the plurality of center upper
stringers is operatively coupled to the upper joint
assembly, and wherein a second subset of the plurality
of center upper stringers terminates without being
directly coupled to the upper joint assembly.

7. The upper joint of claim 1,

wherein the outboard upper wing panel includes an out-
board upper skin and a plurality of outboard upper
stringers operatively coupled to the outboard upper
skin;

wherein the center upper wing panel includes a center
upper skin and a plurality of center upper stringers
operatively coupled to the center upper skin; and

wherein for at least a substantial span of the upper joint,
every second center upper stringer of the plurality of
center upper stringers terminates without being directly
coupled to the upper joint assembly.

8. The upper joint of claim 1, wherein the upper joint

60 assembly further includes:

65

an upper T-fitting operatively coupled to the splice plate
opposite the lower T-fitting.

9. The upper joint of claim 1,

wherein the outboard upper wing panel includes an out-
board upper skin and a plurality of outboard upper
stringers operatively coupled to the outboard upper
skin;
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wherein the center upper wing panel includes a center
upper skin and a plurality of center upper stringers
operatively coupled to the center upper skin; and

wherein the plurality of center upper stringers includes a

subset of center upper stringers that are not coupled
directly to an inboard compression fitting of the plu-
rality of inboard compression fittings.

10. The upper joint of claim 1,

wherein the outboard upper wing panel includes an out-

board upper skin and a plurality of outboard upper
stringers operatively coupled to the outboard upper
skin;
wherein the center upper wing panel includes a center
upper skin and a plurality of center upper stringers
operatively coupled to the center upper skin; and

wherein for at least a substantial fore/aft span of the upper
joint, every second center upper stringer of the plurality
of center upper stringers is not coupled directly to an
inboard compression fitting of the plurality of inboard
compression fittings.

11. The upper joint of claim 1, wherein for at least a
substantial fore/aft span of the upper joint, each of the
plurality of inboard compression fittings is coupled to the
lower flange directly across from an outboard compression
fitting of the plurality of outboard compression fittings.

12. An aircraft, comprising:

a fuselage; and

a wing assembly operatively coupled to the fuselage,

wherein the wing assembly includes:

a left wing box;

a right wing box;

a wing center section; and

two upper joints according to claim 1, including a left
upper joint and a right upper joint, wherein the left
upper joint interconnects the left wing box and the
wing center section, and wherein the right upper
joint interconnects the right wing box and the wing
center section.

13. The upper joint of claim 1,

wherein the outboard upper wing panel is constructed

substantially of a first material;

wherein the center upper wing panel is constructed sub-

stantially of a second material that is different from the
first material; and

wherein the splice plate and the lower T-fitting are con-

structed of a third material that is different from the first
material and the second material.

14. The upper joint of claim 13, wherein the first material
is a fiber reinforced composite material, wherein the second
material is an aluminum alloy, and wherein the third material
is a titanium alloy.

15. The upper joint of claim 1,

wherein the outboard upper wing panel includes an out-

board upper skin and a plurality of outboard upper
stringers operatively coupled to the outboard upper
skin;
wherein the center upper wing panel includes a center
upper skin and a plurality of center upper stringers
operatively coupled to the center upper skin; and

wherein for at least a substantial fore/aft span of the upper
joint, each of the plurality of outboard upper stringers
is directly opposed to a corresponding center upper
stringer of the plurality of center upper stringers at the
upper joint assembly.

16. The upper joint of claim 15, wherein the plurality of
outboard upper stringers comprises one or more of blade
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stringers, Z-stringers, and/or I-stringers, and wherein the
plurality of center upper stringers comprises hat-shaped
stringers.

17. An upper joint for a wing assembly of an aircraft, the

upper joint comprising:

an outboard upper wing panel of an outboard wing box,
wherein the outboard upper wing panel includes an
outboard upper skin and a plurality of outboard upper
stringers operatively coupled to the outboard upper
skin;

a center upper wing panel of a wing center section,
wherein the center upper wing panel includes a center
upper skin and a plurality of center upper stringers
operatively coupled to the center upper skin, and
wherein at least a subset of the plurality of center upper
stringers includes center upper stringers that are not
directly opposed to corresponding outboard upper
stringers of the plurality of outboard upper stringers at
the upper joint assembly;

a rib that is located between the outboard wing box and
the wing center section; and

an upper joint assembly operatively interconnecting the
outboard upper wing panel, the center upper wing
panel, and the rib.

18. The upper joint of claim 17, wherein the upper joint

assembly includes:

an outboard flange operatively coupled to the outboard
upper wing panel;

an inboard flange operatively coupled to the center upper
wing panel;

a lower flange operatively coupled to the rib;

a plurality of outboard compression fittings operatively
coupled between the outboard upper wing panel and the
lower flange; and

a plurality of inboard compression fittings operatively
coupled between the center upper wing panel and the
lower flange.

19. An aircraft, comprising:

a fuselage; and

a wing assembly operatively coupled to the fuselage,
wherein the wing assembly includes:

a left wing box;

a right wing box;

a wing center section; and

two upper joints according to claim 17, including a left
upper joint and a right upper joint, wherein the left
upper joint interconnects the left wing box and the
wing center section, and wherein the right upper
joint interconnects the right wing box and the wing
center section.

20. The upper joint of claim 18, wherein the upper joint

assembly includes:

a splice plate, wherein the splice plate defines the out-
board flange and the inboard flange; and

a lower T-fitting operatively coupled to the splice plate,
wherein the lower T-fitting defines the lower flange.

21. The upper joint of claim 20, wherein the upper joint

assembly further includes:

an upper T-fitting operatively coupled to the splice plate
opposite the lower T-fitting.

22. The upper joint of claim 20,

wherein the outboard upper wing panel is constructed
substantially of a first material;

wherein the center upper wing panel is constructed sub-
stantially of a second material that is different from the
first material; and
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wherein the splice plate and the lower T-fitting are con-
structed of a third material that is different from the first
material and the second material.

23. The upper joint of claim 22, wherein the first material
is a fiber reinforced composite material, wherein the second
material is an aluminum alloy, and wherein the third material
is a titanium alloy.

24. An upper joint for a wing assembly of an aircraft, the
upper joint comprising:

an outboard upper wing panel of an outboard wing box,
wherein the outboard upper wing panel includes an
outboard upper skin and a plurality of outboard upper
stringers operatively coupled to the outboard upper
skin;

a center upper wing panel of a wing center section,
wherein the center upper wing panel includes a center
upper skin and a plurality of center upper stringers
operatively coupled to the center upper skin;

a rib that is located between the outboard wing box and
the wing center section; and

an upper joint assembly operatively interconnecting the
outboard upper wing panel, the center upper wing
panel, and the rib;

wherein for at least a substantial fore/aft span of the upper
joint, only every other center upper stringer of the
plurality of center upper stringers is directly opposed to
a corresponding outboard upper stringer of the plurality
of outboard upper stringers at the upper joint assembly.

25. The upper joint of claim 24, wherein the upper joint
assembly includes:

an outboard flange operatively coupled to the outboard
upper wing panel;

an inboard flange operatively coupled to the center upper
wing panel;

a lower flange operatively coupled to the rib;

a plurality of outboard compression fittings operatively
coupled between the outboard upper wing panel and the
lower flange; and

a plurality of inboard compression fittings operatively
coupled between the center upper wing panel and the
lower flange.

26. An aircraft, comprising:

a fuselage; and

a wing assembly operatively coupled to the fuselage,
wherein the wing assembly includes:

a left wing box;

a right wing box;

a wing center section; and

two upper joints according to claim 24, including a left
upper joint and a right upper joint, wherein the left
upper joint interconnects the left wing box and the
wing center section, and wherein the right upper
joint interconnects the right wing box and the wing
center section.

27. The upper joint of claim 25, wherein the upper joint
assembly includes:

a splice plate, wherein the splice plate defines the out-

board flange and the inboard flange; and

a lower T-fitting operatively coupled to the splice plate,
wherein the lower T-fitting defines the lower flange.

28. The upper joint of claim 27, wherein the upper joint
assembly further includes:

an upper T-fitting operatively coupled to the splice plate
opposite the lower T-fitting.

29. The upper joint of claim 27,

wherein the outboard upper wing panel is constructed
substantially of a first material;
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wherein the center upper wing panel is constructed sub-
stantially of a second material that is different from the
first material; and

wherein the splice plate and the lower T-fitting are con-
structed of a third material that is different from the first
material and the second material.

30. The upper joint of claim 29, wherein the first material
is a fiber reinforced composite material, wherein the second
material is an aluminum alloy, and wherein the third material
is a titanium alloy.

31. An upper joint for a wing assembly of an aircraft, the
upper joint comprising:

an outboard upper wing panel of an outboard wing box,
wherein the outboard upper wing panel includes an
outboard upper skin and a plurality of outboard upper
stringers operatively coupled to the outboard upper
skin;

a center upper wing panel of a wing center section,
wherein the center upper wing panel includes a center
upper skin and a plurality of center upper stringers
operatively coupled to the center upper skin, and
wherein for at least a substantial fore/aft span of the
upper joint, the plurality of center upper stringers
consists of approximately twice as many stringers as
the plurality of outboard upper stringers;

a rib that is located between the outboard wing box and
the wing center section; and

an upper joint assembly operatively interconnecting the
outboard upper wing panel, the center upper wing
panel, and the rib.

32. An aircraft, comprising:

a fuselage; and

a wing assembly operatively coupled to the fuselage,
wherein the wing assembly includes:

a left wing box;

a right wing box;

a wing center section; and

two upper joints according to claim 31, including a left
upper joint and a right upper joint, wherein the left
upper joint interconnects the left wing box and the
wing center section, and wherein the right upper
joint interconnects the right wing box and the wing
center section.

33. The upper joint of claim 31, wherein the upper joint
assembly includes:

an outboard flange operatively coupled to the outboard
upper wing panel;

an inboard flange operatively coupled to the center upper
wing panel;

a lower flange operatively coupled to the rib;

a plurality of outboard compression fittings operatively
coupled between the outboard upper wing panel and the
lower flange; and

a plurality of inboard compression fittings operatively
coupled between the center upper wing panel and the
lower flange.

34. The upper joint of claim 33, wherein the upper joint

assembly includes:

a splice plate, wherein the splice plate defines the out-
board flange and the inboard flange; and

a lower T-fitting operatively coupled to the splice plate,
wherein the lower T-fitting defines the lower flange.

35. The upper joint of claim 34, wherein the upper joint
assembly further includes:

an upper T-fitting operatively coupled to the splice plate
opposite the lower T-fitting.
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36. The upper joint of claim 34,

wherein the outboard upper wing panel is constructed
substantially of a first material;

wherein the center upper wing panel is constructed sub-
stantially of a second material that is different from the
first material; and

wherein the splice plate and the lower T-fitting are con-
structed of a third material that is different from the first
material and the second material.

37. The upper joint of claim 36, wherein the first material
is a fiber reinforced composite material, wherein the second
material is an aluminum alloy, and wherein the third material
is a titanium alloy.

38. An upper joint for a wing assembly of an aircraft, the
upper joint comprising:

an outboard upper wing panel of an outboard wing box,
wherein the outboard upper wing panel includes an
outboard upper skin and a plurality of outboard upper
stringers operatively coupled to the outboard upper
skin;

a center upper wing panel of a wing center section,
wherein the center upper wing panel includes a center
upper skin and a plurality of center upper stringers
operatively coupled to the center upper skin;

a rib that is located between the outboard wing box and
the wing center section; and

an upper joint assembly operatively interconnecting the
outboard upper wing panel, the center upper wing
panel, and the rib;

wherein a first subset of the plurality of center upper
stringers is operatively coupled to the upper joint
assembly, and wherein a second subset of the plurality
of center upper stringers terminates without being
directly coupled to the upper joint assembly.

39. An aircraft, comprising:

a fuselage; and

a wing assembly operatively coupled to the fuselage,
wherein the wing assembly includes:

a left wing box;

a right wing box;

a wing center section; and

two upper joints according to claim 38, including a left
upper joint and a right upper joint, wherein the left
upper joint interconnects the left wing box and the
wing center section, and wherein the right upper
joint interconnects the right wing box and the wing
center section.

40. The upper joint of claim 38, wherein the upper joint
assembly includes:

an outboard flange operatively coupled to the outboard
upper wing panel;

an inboard flange operatively coupled to the center upper
wing panel;

a lower flange operatively coupled to the rib;

a plurality of outboard compression fittings operatively
coupled between the outboard upper wing panel and the
lower flange; and

a plurality of inboard compression fittings operatively
coupled between the center upper wing panel and the
lower flange.

41. The upper joint of claim 40, wherein the upper joint

assembly includes:

a splice plate, wherein the splice plate defines the out-
board flange and the inboard flange; and

a lower T-fitting operatively coupled to the splice plate,
wherein the lower T-fitting defines the lower flange.
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42. The upper joint of claim 41, wherein the upper joint

assembly further includes:

an upper T-fitting operatively coupled to the splice plate
opposite the lower T-fitting.

43. The upper joint of claim 41,

wherein the outboard upper wing panel is constructed
substantially of a first material;

wherein the center upper wing panel is constructed sub-
stantially of a second material that is different from the
first material; and

wherein the splice plate and the lower T-fitting are con-
structed of a third material that is different from the first
material and the second material.

44. The upper joint of claim 43, wherein the first material

is a fiber reinforced composite material, wherein the second
material is an aluminum alloy, and wherein the third material
is a titanium alloy.

45. An upper joint for a wing assembly of an aircraft, the

upper joint comprising:

an outboard upper wing panel of an outboard wing box,
wherein the outboard upper wing panel includes an
outboard upper skin and a plurality of outboard upper
stringers operatively coupled to the outboard upper
skin;

a center upper wing panel of a wing center section,
wherein the center upper wing panel includes a center
upper skin and a plurality of center upper stringers
operatively coupled to the center upper skin;

a rib that is located between the outboard wing box and
the wing center section; and

an upper joint assembly operatively interconnecting the
outboard upper wing panel, the center upper wing
panel, and the rib;

wherein for at least a substantial span of the upper joint,
every second center upper stringer of the plurality of
center upper stringers terminates without being directly
coupled to the upper joint assembly.

46. The upper joint of claim 45, wherein the upper joint

assembly includes:

an outboard flange operatively coupled to the outboard
upper wing panel;

an inboard flange operatively coupled to the center upper
wing panel;

a lower flange operatively coupled to the rib;

a plurality of outboard compression fittings operatively
coupled between the outboard upper wing panel and the
lower flange; and

a plurality of inboard compression fittings operatively
coupled between the center upper wing panel and the
lower flange.

47. An aircraft, comprising:

a fuselage; and

a wing assembly operatively coupled to the fuselage,
wherein the wing assembly includes:

a left wing box;

a right wing box;

a wing center section; and

two upper joints according to claim 45, including a left
upper joint and a right upper joint, wherein the left
upper joint interconnects the left wing box and the
wing center section, and wherein the right upper
joint interconnects the right wing box and the wing
center section.

48. The upper joint of claim 45, wherein the upper joint

65 assembly includes:

a splice plate, wherein the splice plate defines the out-
board flange and the inboard flange; and
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a lower T-fitting operatively coupled to the splice plate,
wherein the lower T-fitting defines the lower flange.
49. The upper joint of claim 48, wherein the upper joint

assembly further includes:

an upper T-fitting operatively coupled to the splice plate
opposite the lower T-fitting.

50. The upper joint of claim 48,

wherein the outboard upper wing panel is constructed
substantially of a first material;

wherein the center upper wing panel is constructed sub-
stantially of a second material that is different from the
first material; and

wherein the splice plate and the lower T-fitting are con-
structed of a third material that is different from the first
material and the second material.

51. The upper joint of claim 50, wherein the first material
is a fiber reinforced composite material, wherein the second
material is an aluminum alloy, and wherein the third material
is a titanium alloy.

52. An upper joint for a wing assembly of an aircraft, the
upper joint comprising:

an outboard upper wing panel of an outboard wing box,
wherein the outboard upper wing panel includes an
outboard upper skin and a plurality of outboard upper
stringers operatively coupled to the outboard upper
skin;

a center upper wing panel of a wing center section,
wherein the center upper wing panel includes a center
upper skin and a plurality of center upper stringers
operatively coupled to the center upper skin;

a rib that is located between the outboard wing box and
the wing center section; and

an upper joint assembly operatively interconnecting the
outboard upper wing panel, the center upper wing
panel, and the rib, wherein the upper joint assembly
includes:
an outboard flange operatively coupled to the outboard

upper wing panel;

an inboard flange operatively coupled to the center
upper wing panel;

a lower flange operatively coupled to the rib;

a plurality of outboard compression fittings operatively
coupled between the outboard upper wing panel and
the lower flange; and

a plurality of inboard compression fittings operatively
coupled between the center upper wing panel and the
lower flange;

wherein the plurality of center upper stringers includes a
subset of center upper stringers that are not coupled
directly to an inboard compression fitting of the plu-
rality of inboard compression fittings.

53. An aircraft, comprising:

a fuselage; and

a wing assembly operatively coupled to the fuselage,
wherein the wing assembly includes:

a left wing box;

a right wing box;

a wing center section; and

two upper joints according to claim 52, including a left
upper joint and a right upper joint, wherein the left
upper joint interconnects the left wing box and the
wing center section, and wherein the right upper
joint interconnects the right wing box and the wing
center section.

54. The upper joint of claim 52, wherein the upper joint
assembly includes:
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a splice plate, wherein the splice plate defines the out-
board flange and the inboard flange; and

a lower T-fitting operatively coupled to the splice plate,
wherein the lower T-fitting defines the lower flange.

55. The upper joint of claim 54, wherein the upper joint
assembly further includes:

an upper T-fitting operatively coupled to the splice plate
opposite the lower T-fitting.

56. The upper joint of claim 54,

wherein the outboard upper wing panel is constructed
substantially of a first material;

wherein the center upper wing panel is constructed sub-
stantially of a second material that is different from the
first material; and

wherein the splice plate and the lower T-fitting are con-
structed of a third material that is different from the first
material and the second material.

57. The upper joint of claim 56, wherein the first material
is a fiber reinforced composite material, wherein the second
material is an aluminum alloy, and wherein the third material
is a titanium alloy.

58. An upper joint for a wing assembly of an aircraft, the
upper joint comprising:

an outboard upper wing panel of an outboard wing box,
wherein the outboard upper wing panel includes an
outboard upper skin and a plurality of outboard upper
stringers operatively coupled to the outboard upper
skin;

a center upper wing panel of a wing center section,
wherein the center upper wing panel includes a center
upper skin and a plurality of center upper stringers
operatively coupled to the center upper skin;

a rib that is located between the outboard wing box and
the wing center section; and

an upper joint assembly operatively interconnecting the
outboard upper wing panel, the center upper wing
panel, and the rib, wherein the upper joint assembly
includes:
an outboard flange operatively coupled to the outboard

upper wing panel;

an inboard flange operatively coupled to the center
upper wing panel;

a lower flange operatively coupled to the rib;

a plurality of outboard compression fittings operatively
coupled between the outboard upper wing panel and
the lower flange; and

a plurality of inboard compression fittings operatively
coupled between the center upper wing panel and the
lower flange

wherein for at least a substantial fore/aft span of the upper
joint, every second center upper stringer of the plurality
of center upper stringers is not coupled directly to an
inboard compression fitting of the plurality of inboard
compression fittings.

59. An aircraft, comprising:

a fuselage; and

a wing assembly operatively coupled to the fuselage,
wherein the wing assembly includes:

a left wing box;

a right wing box;

a wing center section; and

two upper joints according to claim 58, including a left
upper joint and a right upper joint, wherein the left
upper joint interconnects the left wing box and the wing
center section, and wherein the right upper joint inter-
connects the right wing box and the wing center
section.
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60. The upper joint of claim 58, wherein the upper joint
assembly includes:

a splice plate, wherein the splice plate defines the out-

board flange and the inboard flange; and

a lower T-fitting operatively coupled to the splice plate,

wherein the lower T-fitting defines the lower flange.

61. The upper joint of claim 60, wherein the upper joint
assembly further includes:

an upper T-fitting operatively coupled to the splice plate

opposite the lower T-fitting.

62. The upper joint of claim 60,

wherein the outboard upper wing panel is constructed

substantially of a first material;

wherein the center upper wing panel is constructed sub-

stantially of a second material that is different from the
first material; and

wherein the splice plate and the lower T-fitting are con-

structed of a third material that is different from the first
material and the second material.

63. The upper joint of claim 62, wherein the first material
is a fiber reinforced composite material, wherein the second
material is an aluminum alloy, and wherein the third material
is a titanium alloy.
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